K What type of cable should be run through
% SOLAR mo. 5 T_shaped cable tray

Article Overview

Type TC (Tray Cable) and other UL-listed tray-rated cables are the standard choice for installation in
T-shaped cable trays.

Recommended Cable Types

Type TC (Tray Cable) is the most commonly used cable for power and control circuits in cable trays. It
consists of two or more insulated conductors under a non-metallic jacket, rated for 600 volts, and is suitable
for industrial, commercial, and utility installations. TC cables are UL-listed and comply with NEC Article
336, making them appropriate for open tray installations, including T-shaped trays . Type TC-ER (Tray Cable
- Exposure Rated) is avariant of TC cable designed to leave the tray for short distances (up to six feet) without
additional support, provided it is secured and protected from physical damage. This is useful for transitions
between the tray and equipment . Instrumentation Tray Cable (ITC) is used for instrumentation and control
applications. These cables may be shielded or unshielded and are suitable for smaller multi-conductor runs in
T-shaped trays, especially when precise signal integrity isrequired .

Installation Considerations

o Tray Compatibility: Ensure the cable is rated for tray installation and meets the NEC Section 392.10(A)
requirements.

o Voltage and Environment: Select cables based on voltage class, environmental exposure, and whether flame
retardant or crush-resistant properties are needed .

0 Cable Support: Cables must be secured at intervals specified by the manufacturer, typicaly not exceeding
six feet for TC-ER cables.

0 Bend Radius. Maintain the minimum bend radius when routing cables through T-shaped trays to prevent
damage .

o CableFill: Avoid overfilling the tray to ensure proper heat dissipation and maintain ampacity .

Summary
For a T-shaped cable tray, UL-listed tray-rated cables such as Type TC, TC-ER, or ITC are recommended.
These cables provide the necessary insulation, mechanical protection, and compliance with NEC standards,

ensuring safe and reliable operation in industrial and commercial environments . Proper installation, securing,
and adherence to bend radius and fill limits are essential for optimal performance.
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Where cable tray wiring systems with current carrying conductors are installed in a dust environment, ladder
type cable trays should

See CTI Technical Bulletin No. 15. Question 8: Are there any requirements for separation and segregation of
various types of cables

Type TC tray cable can be utilized in control applications, feeder lines and branch circuits and common
use-cases

The types of wiring methods permitted in cable trays are listed in NEC section 318-3 along with the
corresponding NEC article that

TC (tray cable, per NEC Article 336, UL 1277) is a versatile cable suitable for use in cable trays, raceways
and even

Type TC (Tray Cable) tray-rated cables will be the most common type you will see on the market. These are
rated to 600V, and there

Table 392.10 (see Table 1) lists the type of cable that is alowed to be installed in tray and the types of
raceway that can be used.

The number and type of conductors that can be installed in a cable tray is also limited by the weight of the
cables and other |oad

Across industry tray cable (type TC) is a go-to solution that works in some of the harshest indoor and outdoor
environments. Tray

Tray cablesfollow a separate group of UL and NEC specifications and are more sturdy and resistant to heavy

Type TC, which basically means tray cable, is the most popular type of tray wire that you will find on the
market. This

Tired of the time-consuming and costly process of pulling single-conductor wires through conduit for your
factory"s

TC cables are rated for 600 volts and can be used in industrial power or control circuits, where flame retardant
cables are desired.

Cablofil isthe global gold standard for total cable management. Explore the one-stop shop for innovative, fast,
and dependable cable
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Cabletray cable installation generally follows these steps: Inspect cables before installation

Cables Allowed in NEC Tray Applications Cable tray is one of the most common methods of supporting wire
and cable. There are
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